
DEVOLD®SPIRIT
FLAME RETARDANTDUAL WOOL / LENZING BLEND

SPIRITlong-johns - GP120 100 A 950A

MATERIAL 50 %Merino wool / 50 %Lenzing FR®
STRUCTURE Double
WEIGHT 230 g/m 2 +/-10%
SPECIALTREATMENT Super Wash

40

Limited flame spread: EN 15025-A1

Convective heat: EN 9151

Radiant heat: EN 6942
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ARC RESISTANCETEST: EN 61482-1-2 TESTOF FIRE FIGHTERHOOD: EN 13911 (mod.817)

EN 11612: Standard describing requirements for protective clothing for workers exposed to heat and flame. Test descriptions and certificates
at www.devold.com.

TEST FOR FLAME RETARDANT PROPERTIES

WOOLMARK
BLEND

DEVOLD®SPIRIT av Lenzing FR®og merinoull, er to lags undertøy, som reduserer risikoen for å få
2. og 3. gradsforbrenning betraktelig. God beskyttelse, samme med plaggenes lette vekt og design
gjør dette til markedets mest avanserte flammehemmende undertøy. Lenzing FR®reduserer risiko
for varmestress,og har svært begrenset varme-krymp i stoffet. Strikkestrukturen i kombinasjon med
merinofiber, gjør at plagget absorberer fuktigheten fra kroppen og transporterer den til utsiden der
den fordamper.

WEIGHT
230 g /m²

EN 11612
FLAME RETARDANT

EN 61482-1-2
ELECTRIC ARC

STRUCTURE
DOUBLE

Mail: info@brissmans.se
Tel: 035-17 17 90
www.brissmans.se
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